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Features
Saves Power
Reflector Alanoid High Purity Aliminum.
Uses Less Power Compared To a T8 Fixture.
Cheaper Than Replacing a Fixture.
Easy to Install.
Includes Lamp.
Energy Saving
Saves 39% When Used With a LPF Ballast.
Saves 35% When Used With a HPF Ballast.
Replaces
Converts T8 Magnetic Ballast to T5 Electronic Ballast.
Ballast
Instant Start
Electronic High Frequecy Non-Dimmable.
T5 28W(A2) Certified Ballast(RoHS) Compliant
With high Power Factor Correction
Lamp Holder
G5 0.7mm Heat Resistance 105°C wire.

T5 Fluorescent Convertor 1x28W

ENERGY 
SAVING !

*Specifications are indicative and may be subject to change.

SPECIFIATIONS
Model Number                                 T5 28W Converto
Rated Supply Voltage(V)                  240V
Perm. Voltage Range(V)                  180V-265V
Rated Supply Current(A)                  0.127A
Power Factor                                    >0.95
Total Harmonic Distortion                 <20
Crest Factor                                      1.7
Ambient Temperature Range(°C)     -10°C to 55°C
Protection                                         œ
EMC                                                 œ
L x W x H(mm)                                  119 x 23.5 x 34.3
Packing(pcs/ctn)                               50
Cartons Size                                     121 x 29 x 16


